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1’-7" 1’-7"

2. Horizontal pipes shall be bent if radius is 150’-0" or less

   and may be on 10’-0" chords if radius is over 150’-0".

TYPICAL POST DETAIL END POST

TYPICAL DETAIL ALTERNATIVE DETAIL

TOP OF POST DETAILS

ELEVATION

AT ELECTROLIER INTERMEDIATE PANEL EXPANSION JOINT

 

 

A

A

� ELECTROLIER

1" = 1’-0"

5. At intermediate posts only, Contractor has option of either

    1/8 " x 2" strap or  1/4 " anchor plate with eyebolt.

NOTE:

THE CONTRACTOR SHALL VERIFY ALL

CONTROLLING FIELD DIMENSIONS

BEFORE ORDERING OR FABRICATING

ANY MATERIAL.
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TENSION WIRE. SEE BOTTOM ANCHORAGE DETAIL

 3/8 " TURNBUCKLE AT BOTH ENDS OF

 1
/4

 "

AT END PANELS

 3/8 "  TRUSS RODS

14" C-C, Max 

TENSION ROD BANDS

TENSION BAR

 3/16 " x  1/2 "

PIPE 1 1/4  Std 

10’-0" Max

LENGTH FOR PAYMENT OF CHAIN LINK RAILING TYPE 4

PIPE 2 1/2  Std 

FABRIC. KNUCKLE SELVAGE

 3/32 "  WIDE CHAIN LINK

AT TOP AND BOTTOM.

1’-0" MESH

CONTINUE FABRIC @

ELECTROLIER BUT MAY

BE CUT AND SPLICED

@ 12 TO TENSION WIRE

 1/8 "  STEEL WIRE TIES

ALL PIPES

TIES @ 12 TO

 11 Ga STEEL WIRE

SLEEVE LENGTH CORRESPONDINGLY
JOINT IN DECK.
DIMENSION AS EXPANSION

EXPANSION JOINT SAME

 11 Ga STEEL WIRE

TIES @ 12 TO ALL PIPES

 3/8 " ` BOLT

NOTES:

 3/8 " ` CARRIAGE BOLT

 3/8 " ` BOLT

DRIVEN FIT

1" ` STANDARD PIPE

SLEEVE. SLIDING FIT
2"

 7 Ga TENSION WIRE PROVIDE OPENING IN
FABRIC FOR HANDHOLE
ACCESS AND Reinf
WITH 7 Ga WIRE

CHAIN LINK RAILING TYPE 4 - ST-10 - DETAILS NO. 1

BARRIER RAILING 
(CALIFORNIA ST-10 
BRIDGE RAIL SHOWN)

1. Contractor to provide suitable shim to place posts vertical.

3. Peen all  3/8 " ` bolts.

4. When rail is on slope, place fabric parallel to slope.
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